-------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------

DISCHARGE INTO A STABILIZED DITCH - (GEOTEXTILE, 4' (1200) SCALE 2 N.T.S,

STONE OR GRASSED) OR A SEDIMENT TRAP.
/»2" (50) x 4" (IOO)—\

___________________ 1,

_—— CORRUGATED PIPE - SEE PLANS FOR LOCATIONS U
\4<

4’ (1200)

| 2' (600) MIN. |

R-4 RIPRAP
(3SY (3 m? M)
TOE OF SLOPE— OR AS DIRECTED BY THE ENGINEER. & = |
(FILL SLOPE) < 1/,"(13) PLYNOOD
= COLLAR
—
CORRUGATED PIPE
TOP OF FILL SLOPE AS ELEVATION
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ f EMBANKMENT IS CONSTRUCTED —_—
EDGE BERM
AT TOP OF FILL SLOPE—=— —ANTI- SEEP COLLAR
| | | | | | | | |
| | | | | = | | | | A,
—~— FLON —— FLON —— TEMPORARY FLOW LINE  ———— )
]

}—=——CORRUGATED PIPE
| /" (13) PLYWOOD

Q INTERCEPTOR BERM, 36" (900) M. ! ~ " ! COLLAR

HEIGHT, LENGTH AS REQURED TO
CONTAIN SURFACE DRAINAGE AND 2 (50) x 4" (100
DIRECT INTO TEMP. SLOPE DRAIN. PLAN X

PLAN
ANTI-SEEP COLLAR

36" (900) MIN.

EDGE BERM

NOTES: ). ALL TEMPORARY SLOPE DRAINS SHALL DISCHARGE INTO THE BACK OF
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